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ABST RA CT 
The aim of this work was to highlight feasibility of a new approach to synthesize Activated-Carbon (AC)/riO2 
composite materials. The main interest of these materials is for pollutants removal applications thanks to their 
muJti.functionality. AC/1'1◊2 comp06ites were prepared by one-step mechanosynthesis route. Morphological and 
structural properties were investigated through SEM, EDS, XRD, and BET techniques. It was found that the 
preparation process leads to the formation of an aggregate shape homogenously composed AC/riO2 powder with 
a narrow particles size distribution, which mean diameter was 3.75µm. Initial component structural properties 
were found to be strongly affected by the process, resulting in significant changes of TiO2 crystallinity and AC 
microtexture. The introduction of 5 min pauses during the process was enough to totally preserve Tl◊2 phases, 
crystallinity, and AC microporous network. Composites multi•functional properties were investigated using 
batch adsorption and photodegradation experiments. Adsorption studies revealed that AC/riO2 aggregates ex• 
hibit good adsorption capacity with caffeine and a maximum adsorbed amount of 353 mg.g-1• Photocatalytic
experiments highlighted that AC/riO2 presents a photCK>xidation ability. Photndegradation apparent kinetic 
rate fitted with a first•on:ler law gave a value of 1.04 x 10 5 s 1 for the composite and ten limes higher for pure
Tl◊2. These results allowed to conclude that mechanosynthesis is an effective route to produce bi•functional AC/ 
Tl◊2 composites with efficient adsorption capacity for water treatment applications. It also suggests the need of 
further radiative transfer studies to understand light scattering and absorption inside these materials, which 
could lead to some improvement of these promising materials. 
Last decades, the growing number of persistent pollutants in water 
became an issue threatening human health and environment. To break 
this deadlock, technologies such as adsorption (1 4), and advanced 
oxidation processes (5 9) allowed the removal of a wide range of target 
pollutants, respectively by separation or degradation processes. Re 
moving pollutants by adsorption has appeared to be an effective simple 
technique, but there is still an economic issue as both the production of 
the adsorbent and its regeneration induce high energy consumption. On 
the other hand, because advanced oxidation processes (AOP) can gen 
erate radicals that are hugely effective at degrading recalcitrant poilu 
tants, they have promoted more than a decade of intensive research to 
cope with the challenging task of cleaning water and air. Among them, 
Microwave induced catalytic oxidation (MICO) and Photocatalytic 
AOPs have emerged as leading candidates for these applications: the 
first process, because of its low cost, high and fast degradation effi 
ciency (5), and the second one, because of its good degradation effi 
ciency and the attractiveness of using an environmentally friendly 
solar powered process (6,6,7,8,9). There are two types of photo 
catalysis process, named 'homogeneous' and 'heterogeneous', where 
homogeneous refers to a process involving only one phase, i.e. both the 
catalyst and reactant medium are present in a liquid phase, and het 
erogeneous refers to a process involving two or more phases: typically a 
solid photocatalyst with a liquid and/or gas medium. 
The electronic structure of semiconductor photocatalysts reveals a 
bandgap between the conduction band (CB) and the valence band (VB). 
When the activation energy is reached, e -/h + pairs are dissociated, 
triggering other chemical reactions. When these semiconductor mate 
rials are used in aqueous media, the free h + react with water molecules 
and the free e - react with oxygen dissolved in water, leading to the 
formation of very reactive radicals (Of
f
, 02 ·). There are many 
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two brittle materials, as their particles tend to fracture rather than
flatten and weld [45,47]. For AC/TiO2 composites at least one com
ponent is a brittle material and no studies related to their preparation
by mechanosynthesis were found.
This paper explores the feasibility of grafting TiO2 on AC by milling,
using a mechanosynthesis process, to produce multi functional com
posite materials. Both raw materials (AC and TiO2) and a mixture in
cluding a specific AC/TiO2 ratio were milled through the process for
different times and following two different processing routes, i.e. con
tinuous milling and intermittent milling. First, we investigated the in
fluence of synthesis conditions on their morphological, textural, and
structural properties. As the goal remains to reach double functionality
for solar water treatment applications, we evaluated the functional
properties of the composite materials via two serial tests: (i) adsorption
measurements applied to all samples using an experimental batch set
up and (ii) photocatalytic experiments conducted under controlled UV
irradiation.
2. Experimental
2.1. Starting materials and mechanosynthesis
Composite materials were synthesized starting from commercial
TiO2 and AC powders. Aeroperl® TiO2 P 25 powder was chosen as
photocatalytic material due to its high photodegradation capability and
particle granulometry (i.e. micron size aggregates with an average
diameter of about 25 μm, composed of nanometric crystallites). The
crystalline phase composition referred to the supplier is 80 %w anatase
and 20 %w rutile. Commercial AC Picahydro SP23 (Pica, France) was
obtained by physical activation of coconut shells through a steam flux.
It has an average particle size of about 10 μm and a specific surface area
of around 1000 m²/g. It is designed for the adsorption of high con
centration micro pollutants like volatile organic compounds (VOC) and
hydrocarbons from water.
In order to form AC/TiO2 composites having strong connections
between the two components, they were synthesized via well estab
lished protocols. Samples were prepared using a Fritsch Pulverisette 6
(P6) planetary ball mill. Process parameters were optimized beforehand
as follows. Zirconium oxide was chosen as bowl and milling balls
(grinding media) material due to its high refractory properties and
chemical inertia in the process conditions and also because of its
hardness compared to ground materials. A small 45mL grinding bowl
was used to process these experiments. We used the smallest milling
balls available (3 mm in diameter) to improve the control of the ball to
powder mass ratio (10:1), which was chosen as the most common ratio
when using small grinding balls [45]. In practice, a total powder mass
of 10 g was introduced in the mill together with 100 g of 3mm zirco
nium oxide balls. The mill was then closed before handling the running
parameters. Process rotation speed was set at 400 rpm to maximize
grinding speed and avoid reaching what is referred to in the literature
as the upper speed limit [45]. Milling time was set between 1 10 h to
investigate the impact of the processing time on the synthesized
structures. Furthermore, two milling protocols were applied: (i) Con
tinuous Milling (CM) for the selected time and (ii) Intermittent Milling
(IM), with 5min pauses after every 15min of milling. This second
protocol was selected to test its potential ability to at least partially
preserve the structural properties of the milled materials [48]. The AC/
TiO2 powder mass ratio was 3:7. Four composite samples were syn
thesized to cover different milling times using the protocols described
above. These composites were named 1 h CM AC/TiO2, 10 h CM AC/
TiO2, 1 h IM AC/TiO2 and 10 h IM AC/TiO2 the first part of their name
being the milling time and the second part being the milling protocol
(Continuous or Intermittent milling). The powder mixture was sealed in
the zirconia mill under ambient atmospheric pressure and temperature
conditions. To preserve structural properties and be used as reference
component for comparing functional properties with the composites, a
heterogeneous semiconductor photocatalysts, among them TiO2 has 
attracted most research due to its low toxicity, chemical stability in 
water, and availability [10,11]. However, despite these properties, TiO2 
requires UV photo excitation because of the 3.23 eV bandgap required 
to separate its VB electrons from the holes.
In the solar radiations, such an energy level represents only 5% of 
the spectrum [7], leading to a maximum potential available flux density 
of about 50 W.m−2. Another explanation for the low photocatalytic 
activity of TiO2 under solar radiation is the fast recombination time of 
photo generated e and h+ charges of about 10 9 s, as compared to the 
chemical reaction time between TiO2 and adsorbed pollutants, which 
lies in the range 10 8 10 3 s [12,13]. Eventually, it is well known that 
the sun is an intermittent source of radiation at different timescales: 
weather conditions evolving within a day, as well as day/night cycles 
and seasonal cycles. One strategy to overcome these intermittences and 
to improve photocatalytic activity is to optimize the use of solar ra 
diation by coupling the TiO2 photocatalyst with adsorbent materials, 
allowing pollutants to be adsorbed close to photocatalytic sites, thereby 
enhancing the oxidation process [14 16].
Activated carbon (AC) is a popular adsorbent choice for water 
treatment applications due to its non selectivity and high porosity that 
confers a great potential for removing a wide range of water pollutants 
[17 20]. Moreover, adsorption on AC is mainly driven by physical 
adsorption, which makes it reversible and amenable to adsorption/
desorption cycles [17,21,22]. This behavior raised interest in com 
bining different forms of carbon with TiO2, and it was reported that the 
two materials exhibited a synergistic effect enabling (i) a better pho 
tocatalytic efficiency [23 26] through the availability of high quality 
adsorptive active sites and a minimization of electron/hole re 
combination and bandgap tuning, and (ii) a partial regeneration of 
previously saturated AC driven by the photocatalytic process [27 30].
There has consequently been a lot of papers published on pairing 
AC/TiO2 in a wide range of synthesis processes, the most popular being 
sol gel [31 33] as the process is simple to implement and control. 
Strong chemical bonding and well dispersed TiO2 particles at the sur 
face of the AC material surface have been observed when using high 
purity nanosized TiO2 particles. However, the process is slow and re 
quires long synthesis times, high calcination temperatures, and ex 
pensive reagents [34,35]. Chemical vapor deposition is another well 
studied process for AC/TiO2 composite synthesis [13,31,36]. It enables 
in process reduction and activation of the catalyst and can be driven 
continuously, thus facilitating industrial scale applications. However, 
the technique requires high temperature and low pressure conditions 
and the supply of high purity inert gas, while many by product gases 
are created throughout along the synthesis process [37]. There are host 
of other processes available, each bringing their own advantages, but 
they tend to come with one or more disadvantages too such as being 
either expensive on chemicals, time consuming, and/or hard to im 
plement [38]. Furthermore, the studies dealing with AC/TiO2 compo 
site materials synthesized using all these methods point out the lack of 
interactions between AC and TiO2 [31]. The challenge now is to de 
velop a simple method that overcomes these issues using an industrially 
scalable yet environmentally friendly process.
Several solid state synthesis methods have recently attracted in 
creasing interest because they are cheap and environment friendly. 
They furthermore require short synthesis times and can be either liquid 
assisted or solvent free [39,40]. One such technique is mechanosynth 
esis, which synthesizes materials using mechanical energy, and has 
been widely used for decades to produce ceramics [41], metal alloys 
[42], and organic materials [43]. Much of its success comes from the 
ability of this process to maintain the interesting properties of the 
combined materials. The method was first used to alloy ductile pairs of 
materials [44,45], but there have since been numerous reports of 
ductile brittle associations, generally resulting in oxide dispersion of 
the brittle material in the ductile matrix [45,46]. Reports on brittle 
brittle associations are rare because it remains a real challenge to alloy
(i) UV lamp off: this period allows caffeine adsorption to reach the
adsorption equilibrium of the sample/caffeine pair from
t=0 180min. In solutions containing high caffeine concentra
tions, the adsorbent can be saturated and so some caffeine mole
cules remain in the liquid phase. Experiments were carried out with
the two composite samples and with both unmilled and milled TiO2
(10 h CM TiO2 and 10 h IM TiO2) by adding the solutions with the
(ii) UV Lamp on: this is the period of photocatalytic degradation of
caffeine from t=180 360min.
For both adsorption and photodegradation experiments, caffeine
concentration over time was followed by ultra high performance Liquid
Chromatography on an Ultimate 3000 system equipped with a UV vis
detector and a Hypersil GOLD C18 column (100mmx 2.1mm; particle
size: 5 μm). An isocratic elution mode with detection at λ=274 nm was
used with a 90:10 (v/v) water:acetonitrile mixture at a flowrate of
0.6 mL.min−1 to separate analytes. Stabilization of the caffeine con
centration indicates that the adsorption equilibrium is reached between
liquid phase and solid phase. The experiments were stopped when a
slope lower than 0.4mg.L−1. h−1 was observed during two successive
samplings within a 30min interval. This criterion was defined in a
previous work [51]. In our experimental conditions, it corresponds to a
variation of the adsorbed quantity of caffeine q lower than 2mg.g−1
over a 5 h time interval. Isotherms were constructed by plotting equi
librium data, i.e. caffeine adsorbed in mg/gram of carbon material
(mg. g−1) against equilibrium concentration of caffeine in the solution
(mg.L−1). The adsorption and photodegradation measurements were
reproducible, as observed in our previous works [27,51]. However,
note that each adsorption and photodegradation experiments mea
surements were realized three times in order to ensure the repeatability
of the test.
3. Results and discussion
3.1. Morphological and structural properties
As mechanosynthesis is a powerful technique affecting the mor
phological and structural properties of milled materials, we first studied
unmixed raw milled materials in order to determine the synthesis
conditions that best preserved the properties of interest of each com
ponent. We thus led assessment on process impacts for sample mor
phology and structure. As the photocatalyst properties are highly de
pendent on the crystalline network [52], we investigated the
crystallinity of TiO2 over the course of milling. We studied the porous
network of both unmixed raw materials, as AC adsorption capacity
depends largely on the micro texture of the material. Then, we coupled
compositional and particle size analysis to evaluate the homogeneity
and repeatability of the composite powders.
3.1.1. Crystallinity analysis
Rietveld refinement of XRD patterns [53] was used to characterize
the crystalline phase proportions. The average size of crystallites was
estimated from the highest diffraction peak intensity using the Scherrer
equation (Eq. (1)) considering crystallite as spherical and isotropic:
=G 0.9 λ
B cos θ (1)
where G is the mean crystallite size (nm), 0.9 is the Scherrer constant
introduced in the equation when using half height width, λ is X ray
wavelength, B is half height width of the most intense diffraction peak
(rad), and θ is Bragg diffraction angle (°).
Fig. 1 shows the XRD patterns of Continuously Milled (CM), Inter
mittently Milled (IM) and unmilled TiO2 samples. Starting from the raw
non milled material (sample a), the diffraction angles and relative
set of samples was prepared in the same way as described above using 
individually each component, TiO2 and AC.
2.2. Characterization methods
A structural characterization investigation was conducted to check 
the preservation of some interesting properties such as the materials 
crystallinity, their microtexture, the powder particles shape and size 
distribution, and the AC/TiO2 composite stability. Samples were ana 
lyzed by X ray diffraction (XRD) at room temperature using a 
PANalytical XPert Pro powder diffractometer (Cu Kα radiation at 40 kV 
and 40 mA, λ =1.5418 Å). X ray diffraction measurements were car 
ried out over an angular range of 20 to 70°. The step size and the time 
per step were fixed at 0.01 and 20 s respectively. The X ray diffraction 
spectra were recorded and studied using the PANalytical software. The 
contribution from Cu Kα2 X ray was removed. The instrumental func 
tion was determined using a reference material (SRM 660, lanthanum 
hexaboride, LaB6 polycrystalline sample) and can be expressed by a 
polynomial function. The crystalline phases were identified by com 
parison of the obtained spectra with available models of standard re 
ferences (powder diffraction file PDF 4 and International Center for 
diffraction data). The software used for data analysis and for the 
Rietveld refinement was HighScore Plus from PANalytical PDF 4 da 
tabases from the ICDD and ICSD for HighScore Plus software were used 
to identify the phases. The porous microstructure of the raw and in 
termittent milled materials was investigated using Brunauer Emmett 
Teller (BET) analysis. Surface area and pore size distribution were de 
termined by N2 adsorption at 77 K and 10 h degassing at 200 °C using a 
Micromeritic TriStar II 3020 analyzer. Scanning electron microscopy 
(SEM FEG, Hitachi S 4500) was used to investigate the morphology and 
homogeneity of the powder samples. Images were acquired with a 
secondary electron detector and a 5 kV electron beam, at a working 
distance of 5 mm, and a x50 000 magnification. The composition of 
powder particles was analyzed by Energy Dispersive Spectroscopy 
(EDS) using KEVEX Si(Li) Brüker analyzer.
2.3. Adsorption and photodegradation procedures
For the multi functional properties, adsorption and photodegrada 
tion experiments were conducted using magnetically stirred beakers 
containing 100 mL of caffeine solutions prepared with ultrapure water 
(18 MΩ). Reagent Plus grade caffeine powder (> 99.0 % purity) from 
Sigma Aldrich USA, was chosen as a target pollutant molecule as it is 
recalcitrant to photodegradation [49] and safer to handle than most 
bio recalcitrants. Experiments were performed under a 40 W neon 
source radiating at 370 nm to activate the photocatalyst by exciting the 
bandgap energy value. The lamp was off for adsorption experiments 
and turned on for photodegradation measurements. The adsorption 
experiment protocol was significantly different from the one used for 
photocatalysis experiments:
Under adsorption experiments, each beaker was filled with the same 
quantity of AC material to make the adsorption experiments compar 
able, because TiO2 has a negligible adsorption capacity [38]; this means 
0.1 g of powder for AC samples and 0.3 g of composite powder for AC/
TiO2 samples to respect the 3:7 mass ratio.
The photodegradation protocol was divided into two phases, the 
first for measurements of adsorption and the second for the photo 
catalytic behavior:
same amount of TiO2 material, i.e. 0.2 g of powder for TiO2 samples 
and 0.3 g of composite powder for AC/TiO2 samples. We used a 2 g/
L concentration amount of TiO2, which corresponds to the optimal 
concentration for the Aeroperl TiO2 to absorb all the radiation in 
our experimental conditions (light crossing 2 cm of suspension), as 
reported elsewhere [50]. We chose a different starting caffeine 
concentration for each sample, thus allowing the second phase of 
photodegradation to be initiated at an almost equivalent caffeine 
concentration in the liquid phase for all samples.
intensities of the diffraction peaks are in good agreement with powder
diffraction standards data corresponding to the two tetragonal struc
tures of TiO2 with different space groups (I41/amd and P42/mnm)
called anatase (JCPDS #84 1286) and rutile respectively (JCPDS #88
1175). The diffraction peaks at 2θ=25.28°; 36.95°; 37.85°; 38.58°;
48.07°; 53.97°; 55.07°; 62.75°; 68.95°; 70.25° can be respectively in
dexed to the A(101), A(103), A(004), A(112), A(200), A(105), A(211),
A(118), A(116) and A(220) crystal planes of anatase (A). Additional
diffraction peaks were observed at 2θ=27.43°; 36.06°; 41.42°; 44.27°;
54.29°; 56.82° and 64.28° which can be respectively indexed to the R
(110), R(101), R(111), R(210), R(211), R(220) and R(310) crystal
planes of rutile (R). From the relative intensity of the main peaks in the
raw TiO2 sample the phase composition reveals 85 wt% of anatase in
satisfactory agreement with the 80wt% given by the supplier (Table 1).
Comparing with the raw TiO2 sample, the anatase content decreases
from 85 to 16wt% while rutile increases from 15 to 45 wt% (Table 1).
Interestingly a broad and small peak appeared at 2θ=31.54°, likely
another one in the background around 63 68 in the 10 h CM TiO2
pattern (sample c). These peaks can be attributed to the formation of
brookite as they match well with the standard diffraction data of this
phase (JCPDS #65 2448). Indeed, the peak at 2θ=31.54° can be in
dexed to the B(211) crystal plane of brookite (B), and the broad peak
between 63° and 68° can be indexed to B(521), B(123) and B(611)
crystal planes. This result clearly shows a structural change from ana
tase to rutile and to brookite induced by the milling process conditions
and an amorphization of the powder sample. It is well known that rutile
is less photoactive than anatase. Thus, this crystalline variation of TiO2
is not favorable.
The 10 h IM TiO2 pattern (sample b) shows only a minor phase
transformation, which was further confirmed through Rietveld analysis
on all 3 samples since anatase content decreases only from 85 to 79wt%
and brookite was not observed (Table 1). However, the pattern shows a
broadening of both the anatase and rutile peaks, which was attributed
to an amorphization, as confirmed by calculating the average crystallite
size via the Scherrer equation (Table 1). As grain size is a major para
meter for the TiO2 phase stability at a nanometer scale, the formation of
a brookite phase can be attributed to energy intake through the process
promoting the most stable phase in this range of crystallite size (ac
cording to [54,55] brookite is the most stable phase for grain sizes in
the range 9 37 nm). TiO2 phase transformations have been extensively
studied theoretically [56] and experimentally [57]. The heat released
during the milling process promotes the anatase to rutile transition
(sample c). The introduction of periodic pauses throughout the process
prevents such a transformation (sample b).
Fig. 1. XRD pattern of the raw unmilled TiO2 (sample a) compared with 10 h-
IM-TiO2 (sample b) and 10 h-CM-TiO2 (sample c). Anatase (A), Rutile (R) and
Brookite crystal planes are indexed as well as their matching JCPDS data files:
respectively JCPDS n°84-1286; 88-1175; 65-2448.
Table 1
Phases composition and crystallite diameter calculated respectively via Rietveld method and Scherrer formula for raw TiO2 (A) and milled one Intermittently (B) or
Continuously (C) for 10 h (respectively 10 h-IM-TiO2 and 10 h-CM-TiO2).
Crystallographic Parameters RAW TiO2 (A) 10 h Alternately 10 h Continuously
Arrangement milled TiO2 (B) milled TiO2 (C)
Anatase Crystallite diameter (nm) 26 16 9
Weight percentage 84.9 79 15.6
Rutile Crystallite diameter (nm) 23 15 9
Weight percentage 15.1 21 45
Brookite Crystallite diameter (nm) – – –
Weight percentage 0 0 39.4
Fig. 2. N2 adsorption(+)/desorption(o) isotherms (a) and corresponding BJH
pore-size distribution curves (b) of raw materials (AC and TiO2) and inter-











RAW TiO2 57 29 28 8.34
RAW AC 1742 975 767 –
1 h-IM-AC 1218 556 662 –
10 h-IM-AC 1 022 403 619 –
1 h-IM-AC/
TiO2
442 212 230 –
10 h-IM-AC/
TiO2
342 121 221 –
3.1.2. Porous network variation
Fig. 2 shows nitrogen adsorption desorption isotherms (a) and the 
corresponding pore size distribution curves (b) of the raw TiO2 and AC 
starting materials, as well as the samples 1 h IM AC, 10 h IM AC, 1 h 
IM AC/TiO2 and 10 h IM AC/TiO2. First, Fig. 2a shows that all AC 
samples fit a type I isotherm as defined by the IUPAC classification 
scheme [58]. It corresponds to a monolayer adsorption on the micro 
pores of the material, whereas TiO2 fits a type V isotherm, suggesting 
the presence of a mesoporous structure with low adsorption capacity. 
Composite samples showed an isotherm attributable to type IV due to 
the presence of a saturation plateau (at p/p° = 0.2 0.7 for the 1 h al 
ternately milled sample and p/p° = 0.2 0.45 for the 10 h alternately 
milled sample) and a hysteresis loop whose shape can be correlated to 
specific pore morphologies [59]. The hysteresis loop shape of 1 h IM 
AC/TiO2 fits type H3, which is characteristic of aggregates of plate like 
particles with slit shaped pores, whereas the hysteresis loop shape of 
10 h IM AC/TiO2 fits type H4 which is similar to type H3 type but with 
narrow slit like pores. It can reasonably be assumed that the longer 
milling time is responsible for the pore narrowing.
BJH analysis was used to obtain pore size distribution curves 
(Fig. 2b). BET surface, micropore surface and external surface were also 
computed and reported in Table 2. Fig. 2b clearly illustrates that AC is 
mainly composed of micropores, which is consistent with the shape of 
its isotherms. Mean pore size was not calculated as the results would be 
made unreliable due to the use of the TriStar device which is not ac 
curate enough for micropore size analysis (< 2 nm). As expected, TiO2 
developed a very poor pore network. Finally, AC/TiO2 composites gave 
a pore size distribution midway between AC and TiO2, but with a bulk 
share of mesopores. Mean pore diameters were calculated to be 8 nm 
for 1 h IM AC/TiO2 sample and 6.4 nm for 10 h IM AC/TiO2 composite 
(Table 2).
Comparative analysis of all samples showed that unmilled AC 
samples exhibited the best adsorptive capacities, with saturation pla 
teaus from 290 to 495 cm³/g at standard temperature and pressure 
conditions (Fig. 2.a.). Adsorbed amount at saturation plateau differed 
for each AC sample, but the overall pattern was that more milling led to 
lower adsorption capacities. Results reported in Table 2 give a good 
explanation of what happens to AC through milling: BET surface di 
minished from 1742 to 1022 m²/g. Further investigation found that AC 
milling (from 0 to 10 h) primarily affected external surface area, which 
decreased from 975 to 403 m²/g. The partial preservation of AC fea 
tures through intermittent milling can be attributed to a less energetic 
process which induces a more modest decrease in micropore surface 
area than external surface since micropore area diminished by only 20 
% through milling whereas external surface area diminished by almost 
60 %. Adsorbed quantity on the TiO2 reference sample did not exceed 
50 cm³/g from relative pressure 0 to 0.85. The low adsorption capacity 
of the catalyst is well known and can be explained by its low BET 
surface, reported as 57 m²/g (Table 2). As expected, composite samples 
showed intermediate adsorption capacities with saturation plateaus of
Table 2
BET surface analysis and BJH mean pore volume results for raw materials (AC 
and TiO2) and intermittently milled (AC, TiO2 and AC/TiO2 composites) sam-
ples.
100 cm³/g and 150 cm³/g for 10 h IM AC/TiO2 and 1 h IM AC/TiO2 
samples, respectively. This difference is in good agreement with results 
reported in Table 2: the 10 h IM AC/TiO2 sample had a 23 % lower BET 
surface than 1 h IM AC/TiO2 composite. Like for the AC samples, AC/
TiO2 composite samples did not lose micropore area between 1 h and 
10 h, which is assumed to explain the partial preservation of adsorption 
capacity in these samples.
3.1.3. Powders composition and granulometry
SEM FEG micrographs of Fig. 3 recorded at the same magnification 
show the morphology of intermittently milled and unmilled samples of 
individual and composite materials. Note that AC samples still pre 
sented an irregular faceted shape even after 10 h of milling. SEM TiO2 
images showed an aggregate shape composed of nano sized particles 
after milling. Note that this aggregation phenomenon is induced by the 
preparation process, because the unmilled TiO2 image shows less 
compact aggregates. AC/TiO2 composite samples presented both AC 
and TiO2 shape characteristics that visually distinguished AC (dark 
grains) from TiO2 (light nano crystals) Interestingly the composites 
were made of micrometric AC particles (forming aggregates when they 
are sub micrometric) covered by TiO2 nano particles scattered on the 
surface of AC grains or forming small aggregates (Fig. 3).
We studied the homogeneity of the composite powders by granu 
lometric analysis using a home made image processing protocol. First, 
0.1 g of powder sample was mixed with 10 mL of acetone and sonicated 
for 15 min to obtain a well dispersed suspension and break up the ag 
glomerates. Then a few drops of the suspension were deposited on a flat 
silica substrate and left to air dry for 1 min, thus dispersing composite 
particles on the substrate ready for imaging. Granulometric analysis 
was performed using the open source image processing program ImageJ 
on SEM micrographs acquired in high resolution mode with an ex 
traction voltage of 5 kV using a probe set at 5 mm distance. We com 
puted volume density in relation to particle diameter as follows: (i) 
particles on images were considered spherical, and their equivalent 
diameters were thus calculated from the surface area of each element;
(ii) for each sample, around 100 images were taken depending on the 
particle number density of each image, aiming to reach at least 1000 
particles for a representative granulometric analysis.
We cross checked the efficiency of this home made method on a 
simple raw TiO2 powder run through a Mastersizer 3000 device via a 
normalized Dynamic Light Scattering (DLS) method using Mie theory. 
According to this theory, the use of DLS is restricted to well defined 
particle shapes (generally spheres). In addition, optical properties are 
hard to define for composite particles, and misdefinitions add sig 
nificant bias in this granulometric analysis method. These considera 
tions prompted us to use another granulometric analysis method for the 
composite powders. The cross checked powder analysis (Fig. 4) allowed 
us to validate our home made granulometric analysis method. Although 
clearly not as smooth as with the DLS method, the granulometric dis 
tribution curve given by our image processing method proved to be (i) 
sufficiently representative based on the good agreement between the 
two methods, and (ii) well adapted for the purpose of analyzing com 
posite powders.
Fig. 5 shows the composite granulometries for different milling 
times. The sample 1 h IM AC/TiO2 (A) resulted in a broad granulo 
metric distribution whereas 2 h IM AC/TiO2 (B) gave a narrower 
granulometric distribution with significantly smaller particle sizes. 
After 5 h (C) of intermittent milling (5 h IM AC/TiO2), granulometric 
distribution looks like a clean gaussian function. This distribution 
narrowing can be attributed to both fracture of largest particles and 
welding of the smallest ones. After 10 h of intermittent milling (D), 
powder granulometry (10 h IM AC/TiO2) tends to center at 
3.75 ± 0.25 μm with the narrowest distribution of all samples, and this 
trend was confirmed by results for the 20 h IM AC/TiO2 sample (E).
Average particle size, which was calculated from the granulometric 
analysis, varied from 20 ± 0.25 μm for unmilled samples down to
2.75 ± 0.25 μm for 20 h IM AC/TiO2 sample. Note that average par
ticles size rapidly stabilized, as a 2 h milling time was enough to reduce
the value to almost 4 μm. This trend is representative of what is gen
erally observed over the course of mechanical alloying after a certain
amount of time [45].
The chemical composition of powder particles was determined by
EDS analyses coupled with SEM observations. The goal was not to
provide a precise quantitative analysis but rather to assess the homo
geneity of the ball milled powder, as carbon is hard to quantify by EDS
in our device configuration. We performed 10 analyses at different
points of the sample and then recorded and reported the mean com
position values in Table 3 with standard deviations. These results cor
roborated that the composite powders were homogeneously composed
of about 30 %w AC for the two samples, which is in good agreement
with the initial mass ratio AC:TiO2=3:7. There was lower standard
deviation for the 10 h IM AC/TiO2 sample, which led us to assume that
milling time increases powder homogeneity.
3.1.4. Composites stability
The stability of AC/TiO2 powders was checked by SEM observation
Fig. 3. Scanning electron images (SEM-FEG, Hitachi S-4500) of raw and milled samples. Images recorded with a secondary electron detector at 5 kV electron beam
for a working distance of 5mm and a x 50 000 magnification. Left to right: increasing milling time as shown on top. Top to bottom: milled material as shown on the
left (AC; TiO2; AC/TiO2 composites).
Fig. 4. Particles size distribution of Raw TiO2. Cross-check between DLS using
Mie theory (-) and statistical image treatment of 10 000 particles (o) methods.
Fig. 5. Image treatment method results of granulometric analysis of AC/TiO2
composites powders intermittently milled for different times: 1 h (A) ; 2 h (B) ;
5 h (C) ; 10 h (D) ; 20 h (E).
of the composite morphology after undergoing the solicitation effects of
two different environment i.e. (i) mechanical vibrations induced by
sonication at 40 kHz in a bath sonicator for 30min, which is expected to
break agglomerates and low cohesion aggregates and (ii) UV radiation
exposition for 2 h under the lamp used for photocatalytic degradation
experiments, which can affect the material by photocatalytic induced
reactions. 0.1 g of 1 h IM AC/TiO2 and 10 h IM AC/TiO2 powders were
introduced in two beakers filled with 100mL ultrapure water. The two
above described tests were performed, magnetically stirring the sus
pensions under UV radiation test. The two samples were observed by
SEM after each of the test at a magnification of x 3000 and x 50 000
(Fig. 6).
If the Fig. 6 images obtained after UV radiation test are compared to
the ones obtained right after preparation (Fig. 3). No change can be
observed relative to composite powder morphology neither for 1 h IM
AC/TiO2 nor 10 h IM AC/TiO2 sample. Thus, we assumed that the
composite sample is stable under its expected use, i.e. under UV ra
diation. Note that the 10 h IM AC/TiO2 sample stability is confirmed
under hard mechanical environment, as suggested by the unchanged
morphology of this composite powder after sonication. However, note
too that after the sonication test, the 1 h IM AC/TiO2 powder mor
phology has changed: AC and TiO2 can be distinguished separately
more easily, suggesting that TiO2 particles detached from AC surface
throughout sonication.
3.2. Multi functional properties
3.2.1. Adsorption capacity
Adsorption experiments were conducted to track caffeine adsorp
tion over time on each sample. The Langmuir isotherm gave a con
sistent fit. Langmuir’s model assumes a flat and homogeneous surface
on which monolayer adsorption occurs [51] and was chosen here as it is
in good agreement with the isotherm types of our samples as high
lighted previously from N2 adsorption desorption experiments. This








where qe is adsorbed quantity at equilibrium (mg. g−1), qmax is max
imum adsorption capacity (mg. g−1), b is a constant that is dependent
on the energy of adsorption (L. mg−1) of the adsorbent/adsorbate pair,
and Ce is concentration in liquid phase at equilibrium (mg.L−1). All
adsorption isotherms were fitted by the model, then it was used to
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Fig. 6. Scanning electron images (SEM-FEG, Hitachi S-4500) of 1 h-IM-AC/TiO2 and 10 h-IM-AC/TiO2 samples after UV-radiation test and after sonication test.
Images recorded with a secondary electron detector at 5 KV electron beam for a working distance of 5mm. Top to bottom: magnification values, as shown on the left.
Fig. 7. Adsorption isotherms for caffeine onto raw Activated Carbon (●) in-
termittently milled at different time: 1 h-IM-AC (▲) ; 10 h-IM-AC (◼).
Comparison with Composites Activated Carbon/TiO2 prepared by mechan-
osynthesis using the intermittent protocol: 1 h-IM-AC/TiO2 (△) ; 10 h-IM-AC/
TiO2 (□). The continuous and dash lines correspond to the fitted Langmuir
model.
Table 3
EDS analysis: mean values of composition after 10 analysis made on each 
composite sample (intermittently milled for 1 h and 10 h) and calculated 
standard deviation.
3.2.2. Photocatalytic degradation experiments
The two steps photodegradation protocol described in Section 2.3.
enabled us to carry out a photocatalytic activity study separating ad
sorption phenomena from photocatalytic phenomena. Results were
fitted using a simple law of first order degradation kinetics (3), as the
goal was only to compare the apparent kinetic constants to rank the





where C is the concentration of caffeine in the liquid (mg.L−1), t (s) is
time running from 0, which corresponds to UV lamp turned on, and k is
the apparent kinetic constant (s−1).
For each composite sample and for unmilled TiO2, a reference (the
same single material or composite studied) was not put under the UV
lamp after 180min in order to highlight the photodegradation provided
by the UV lamp. Results are shown in Fig. 8.
The adsorption phase can be analyzed to confirm the adsorption
properties of TiO2 and composite samples as discussed with data of
Fig. 7. First, TiO2 did not show adsorption properties since as expected,
there is no decrease in caffeine concentration for the first 180min for
all TiO2 samples, i.e. raw unmilled TiO2, 10 h CM TiO2 and 10 h IM
TiO2 (Fig. 8). For composite samples, equilibrium reached at 180min
corresponds to one point of equilibrium of the isotherm between liquid
and solid phase, in the same equilibrium concentration conditions, i.e.
Ce ∼200−210mg.L−1 for both composite samples. In these conditions,
adsorbed caffeine quantity on composite isotherms was about
340mg.g−1. Note too that milling time had no influence on relative
adsorbed quantity of caffeine on composites, as the equilibrium reached
at 180min showed 90 % of the initial caffeine removed from the so
lution for both composite samples. These observations are in good
agreement with the adsorption isotherms that revealed no significant
influence of milling time on adsorption properties between 1 h IM AC/
TiO2 and 10 h IM AC/TiO2 composites. As the first period of the ex
periment is under dark conditions, reference samples obviously ex
pressed the same behavior as the samples under study. For all samples,
equilibrium was reached at 180min, ending with a stabilization of
caffeine concentration.
After 180min, none of the reference samples showed any drop in
caffeine concentration, thus highlighting the caffeine concentration
stabilized after 180min when samples were not put under the UV light,
which gives us confidence grounds to infer statements concerning the







RAW AC Milled AC Milled AC/
TiO2
b (L.mg 1) 0.450 0.420 0.254
−Qmax mg g( . )of carbon
1 395.0 266.5 353.0
R² 0.978 0.958 0.963
Fig. 8. Caffeine adsorption followed by photocatalytic degradation experiments
on TiO2: unmilled TiO2 (O), 10 h-CM-TiO2 (◊) and 10 h-IM-TiO2 (□).
Comparison with the composite materials 1 h-IM-AC/TiO2 (▲) and 10 h-IM-
AC/TiO2 (◼). Reference samples are reported with lines.
obtain qmax and b values for each sample.
Unmilled AC samples showed the best adsorption capacity, with an 
asymptotic plateau of saturation at 395 mg/g (Fig. 7). The adsorption 
capacity of IM AC samples was about 65 % of the non milled samples. 
These results correlate with BET surface analysis (Table 2), which re 
vealed a loss of total BET surface from 1742 m²/g to 1218 and 1022 m²/
g for 1 h IM AC and 10 h IM AC, respectively, i.e. 60 % loss after 1 h 
and 70 % loss after 10 h. The composite IM AC/TiO2 conserved its 
adsorption capacity compared to unmilled AC (90 % of the raw AC 
capacity). Note that caffeine adsorption is reported per gram of carbon 
in the sample. Previous BET experiments (Table 2) showed no effect of 
milling on the micropore surface area of AC within composites, so the 
lower value of micropore surface area in composites compared to un 
milled AC is only due to the ratio of TiO2, which has a very low mi 
cropore surface area in the structure.
We can assume that the lower adsorption capacity of IM AC com 
pared to IM AC/TiO2 is conditioned by the occurrence of ball collisions 
inside the mill involving interactions with AC particles. Grinding AC 
together with TiO2 should statistically provide less stress on AC parti 
cles compared to milled AC alone. Despite the value of this assumption, 
it was not verified here as it is beyond the scope of this study. Note that 
despite their different adsorption capacities, all the samples studied in 
these experimental conditions had the same type I isotherm (IUPAC), 
which depicts monolayer adsorption in a mainly microporous network. 
This observation is consistent with the good fit of experimental curves 
using the Langmuir model based on the assumption of monolayer ad 
sorption. The Langmuir fitting was performed from experimental data 
on raw AC, IM AC and IM AC/TiO2 composites (Fig. 7). Table 4 reports 
the computed parameters determined from the model and data of this 
figure.
The Qmax parameter for all samples confirms the conserved ad 
sorption capacity of IM AC/TiO2 compared to raw AC and the 35 % loss 
of capacity for AC when it is intermittently milled alone. The b constant 
characterizes the ability of the adsorbent surface to adsorb the targeted 
adsorbate. For both IM AC and unmilled AC, b did not vary, staying at 
about 0.420 0.450 L.mg−1. For IM AC/TiO2 composites, b decreased to 
0.254 L.mg −1, which is obviously due to the presence of TiO2 which is 
a very poor adsorbent. These results are in good agreement with the 
BET analysis (Table 2), which depicted a lower surface area for com 
posite samples and therefore a lower available micropore volume for 
those materials compared to AC samples.
The maximum amount of adsorbed caffeine on the AC/TiO2 com 
posite was compared with a recent review [60], which aimed to com 
pare different techniques for caffeine removal from water. A part of this 
report was dedicated to the comparison of 21 adsorption articles in 
terms of maximum adsorbed amount (assess by Langmuir model). Six of 
them refer to adsorption on AC and among them, the highest amount of 
adsorbed caffeine was of 273 mg.g−1. Another review [61] compared 
the adsorption capacity of 24 different studies, from which the highest 
amount of caffeine adsorbed on AC was 395 mg.g−1. Thus, the com 
parison of these previous works with our adsorption experiments led us 
to assert that our AC/TiO2 composites adsorption capacity is competi 
tive compared to another AC adsorbent.
Table 4
Langmuir parameters extracted from experimental fitting of raw AC, inter-
mittently milled AC and intermittently milled AC/TiO2 composites samples.
4. Conclusions
Here we report, for the first time, that AC/TiO2 composite materials
can be prepared by a one step mechanosynthesis process. Composites
were successfully produced, and their structural properties were con
trolled through a preliminary characterization effort to gain a further
insight on the mechanosynthesis process depending on the selected
milling parameters. Continuous milling was found to affect too much
the crystallinity and phase composition of the TiO2 component, and so
an intermittent milling protocol was needed to preserve its structural
properties and thus its photocatalytic activity. We characterized the
porosity and adsorption capacity of activated carbon through BET
analysis and the BJH method. Experiments confirmed partial pre
servation of porosity, with a loss of 30 40% of BET surface area from 1
to 10 h of intermittent milling. Milling time did not profoundly affect
the pore size distribution of AC, which kept a monomodal microporous
distribution. Morphological and granulometric analysis on composite
samples highlighted the need for 10 h of intermittent milling to
homogenize both composites particle size and composition. This first
part of our work revealed the necessity for controlled conditions in
order to preserve their structural properties and led us to define a set of
parameters that preserve the desired properties through mechan
osynthesis, i.e. 10 h of milling, interrupted with a 5min pause every
15min, and using a rotation speed of 400 rpm.
The second part of this work consisted in evaluating both the ad
sorption and photocatalytic properties of the as made intermittently
milled composites. This was achieved through caffeine adsorption and
photocatalytic removal experiments. Composite samples preserved
their adsorbent properties compared to starting materials, exhibiting a
caffeine maximum adsorbed amount of 353mg.g−1, which corresponds
to 90 % of AC maximum adsorbed amount. The adsorption capacity of
the composite samples was affected in the same way whatever the
milling time: 1 or 10 h. The photo oxidation experiments coupled with
the assessment of the caffeine apparent photodegradation kinetic con
stant highlighted that AC/TiO2 composites exhibit a photocatalytic
activity. This constant value was 1.04 × 10 5 s−1 and 1.00 × 10 5 s−1
respectively for the 1 h and the 10 h intermittently milled AC/TiO2. It
was thus noted that milling time had a negligible effect on both ad
sorption and photodegradation properties, making the choice of a
longer milling time more appropriate because it leads to more homo
geneous and controlled composite powders. It was observed that these
values were ten times lower than pure TiO2, and it is assumed to be
explained by a lower irradiated catalyst surface within the composite
materials.
We thus conclude that mechanosynthesis can successfully synthe
size AC/TiO2 composites for the targeted application, i.e. solar water
treatment. Further studies are now needed on radiative transfer through
the composites in order to better understand the way incident radiation
is scattered and absorbed through the suspension. We anticipate that
different elaboration parameters, starting materials and/or carbon to
catalyst ratios should lead to enhanced bifunctional materials for
sorption/photodegradation applications.
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